OF SOUTH CAROINA

H. Sanitation
1. WATER SUPPLY
a. Quality-Vhen a municipal water supply is not available a water supply
shall be provided which meets the requirements of the State Board of Health.
b. Distribution-Pipe sizes shall be adequate to permit an ample flow of
water to the probable maximum number of fixtures which may be used at
one time. The water pressure should be adequate to supply 15 pounds pressure
to upper floors when the maximum number of fixtures which will be in
operation at one time are supplied. If the pressure on lower floors is greater
than permissible for quiet operation, reducing valves shall be employed. The
water supply must be adequate to furnish a peak load of 200 gallons per
bed per day.
c. Tcmperature-There shall be facilities for furnishing both hot and cold
water in sufficient amounts for all purposes.
d. Drinking Water-Clean, sanitary drinking water shall be available and
accessible in adequate amounts for all patients, employees and visitors.
e. Ice-At least one efficient refrigerator shall be provided on each nursing
unit. Ample supplies of ice shall be available for cooling of drinks, use in
ice collars, ice packs, et cetera, on each nursing unit. Precautions shall be
enforced to prevent contamination of the ice supply in the dispensing unit.
2. SEWAGE DISPOSAL
Sewage shall be discharged into a municipal sewerage system where such
a system is available; otherwise, the sewage shall be collected and dis-
posed of in an independent sewerage system which complies with stand-
ards approved by the State Board of Health.
3. PLUMBING
a. Construction
Cross connections in plumbing between safe and potentially unsafe
water supplies are prohibited. This refers particularly to toilets, instru-
ment sterilizers, autoclaves, laundry fixtures, boiler rooms, bedpan
washers, hoppers or other fixtures of similar nature. Water shall be de-
livered to any fixture, equipment or service above the rim, or points of
overflow. All submerged intakes to plumbing fixtures are prohibited un-
less they are satisfactorily protected against back siphonage,
The plumbing and drainage or other arrangements for the disposal of
excreta and infectious discharges and household wastes, shall be in accord-
ance with the best sanitary practice and the regulations of the State Board of
Health.
New Construction: Each plumbing fixture and each piece of equipment
should have stop valves to permit repairs without disrupting service to other
fixtures. Each group of fixtures on a floor, each sink, each branch main, and
each main supply line shall be valved.
b. Facilities
Sterilization and storage facilities for enema cans, douche cans, and other
similar equipment shall be provided.

I 'LFS ]

3649


